Cryo Grinder LM200
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Please keep contact with POWTEQ if you have any further questions.

Micro Ball Mill GT300

Planetary Ball Mill BM40

Planetary Ball Mill BM6Pro

Mortar Grinder MG200

Twister TW100

Multi-functional Mill CM100M

Portable Cutting Mill CM50

Cutting Mill CM200

Ultra Centrifugal Mill FM200

Knife Mill HM100

Knife Mill HM300

Jaw Crusher JC6

Disc Mill DP100

Vibratory Disc Mill VM3

Sample Divider RSD200

Company Headquarter

Address: Rm 513, Bldg 2#,Taihua longqi Plaza,No.19

Vibratory Sieve Shaker SS2000

Huangping Road,Huilongguan,Changping District,Beijing RM
Tel:+86 (0) 10-82363427
E-mail:oversea.sale @powteg.cn
Website:www.powteq.com

3D Mixer M10

Smart Graphite Digester

* Technical improvements will be made without prior notice
* The warranty period of the hosts is two years
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Jaw Crusher JC6
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<& Jaw Crusher JC6 ‘

JC6 and JCb are basically the same in application field and work principle. And both has the advantage of

zero point correction to compensate for wear. Unlike JC5, JC6 is designed for desktop. JC6 features in the

compact design, easy operation and the high final fineness of sample (d90 < 0.5 mm).

JC6

O JC6 Technical Advantages
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High throughput, high degree of size reduction.
Zero point adjustment to compensate the wear.
Breaking jaws made of 6 different materials.
Anti- splash design hopper.

Easy-to-clean crushing chamber.

Excellent performance and high final fineness

(d90 <0.5 mm).

The feed hopper and the jaw plate can be easily removed

The sample collecting tank is easy to clean

Set jaw plate gap by rotating handle

POWTEQ’

® Jaw plates in different materials

For different applications, we can

provide jaw plates in different materi-
als. Please select the correct jaw
plate material according to the
requirement of sample crushing.

Manganese steel

Manganese steel is suitable for
processing hard and medium-hard
samples. The structure of this kind
material will become denser after
being squeezed, so it will gradually
harden in use (cold hardening).

O Technical data

Feed size
Final fineness
Speed

Collector capacity

Stainless steel
Stainless steel can avoid rust. This material is recommended

when dealing with low hardness samples.
Tungsten carbide

The tungsten carbide material is abrasion resistant. Even for
samples with mohs hardness of 7-8, the tungsten carbide jaw

plate can be used for a long time.
Zirconium oxide

Zirconium oxide jaw plate are specially used to deal with ceramic
materials that contain no heavy metals, such as the crushing of
dental, optical glass and other medical ceramics. In addition, the

material will not bring color pollution to the crushed samples.
Steel of heavy- metal-free

Steel of heavy- metal-free can avoid scraping against the sam-
ples to cause heavy metal contamination. This material jaw plate
is the ideal choice for the heavy-metal-free grinding pretreatment

of the non-corrosive samples.
Industrial plastic

Industrial plastic has the characteristics of high toughness and
drug resistance. It is suitable for hard and brittle samples. It will
not cause metal pollution to the processed samples, which can
guarantee the high purity of the sample.

e JC6
<90mm <40mm
<2mm <0.5mm
690rpm 500-1000rpm
5L 3L

Gap setting

Zero point adjustment

0~30mm 0~11Tmm

Yes Yes

Rated power 2.2KW 1.1KW

Power supply
Instrument size(W*D*H)
Package size(W*D*H)

Weight

380V,50Hz 220V,50/60 Hz
440 x 930 x 1090mm 450 x 630 x 490mm
800 x 1165 x 1330mm 785 x 900 x 780mm
320kg 93kg



