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DRYING OVEN
LAS-AOV SERIES

LAS-AOV series drying oven is designed by combining the highest 
precision, safety and best operating comfort. It is specially used 
for drying, baking and melting wax, and dry heat sterilization in 
laboratories of chemical enterprises and scientific research 
institutes.

With timing, overtemperature alarm, temperature deviation 
dressing, temperature control self-setting and other functions;

The left electric heat pipe heating, no heat source at the bottom, 
temperature control precision, high safety;

Independent fan switch, fan high temperature and corrosion 
resistance, can work for a long time;

Cold rolled steel shell, using electrostatic spray processing technol-
ogy, corrosion resistance, aging resistance;

The use of silicone rubber sealing strip can run at high temperature 
for a long time, long service life, easy to replace.

PRODUCT FEATURES

Product Model LAS-AOV-20 LAS-AOV-40 LAS-AOV-70

Image

Display Mode

Temperature Control Accuracy(℃)

/Voltage (V)
Frequency (Hz)

Power(W)

Temperature Control Range (℃)

Timing Range (min/h) 

AC220
50

800

350*350*350
Effective Volume(L)

15001300

Working Size (mm)

LAS-AOV-120

2000

RT+10-300

±1

LAS-AOV-210

3000
LCD

260*280*280 350*450*450 450*550*550 500*600*700

4220 70 136 210

15

Standard Number Of Partitions

Bearing of Shelf(kg)

2

0-9999


